CERTIFICATE OF ENVIRONMENTAL TEST

Certificate # YYYY-MMDD-##
 

	Test Date:
	DD MMM YYYY
	System:
	     

	Instrument Model:
	
	Serial #:
	

	Temperature Range:
	-30( C  -  60(C
	Humidity Range:
	35%  -  95%


Calibration Equipment used to perform the test:

	Type
	Mfg.
	Model
	Serial
	Trace #
	 Cal Due

	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     


ENVIROMENTAL CONDITIONS:

	Temperature:
	      °C

	Relative Humidity:
	      %

	Barometric Pressure:
	      kPa


This "Certificate of Environmental Test" verifies that this system has been tested to the Larson Davis environmental specifications appropriate for the instrument. Copies of the test data are attached for customer review.

This calibration complies with the requirements of ISO 9001.

The results documented in this certificate relate only to the system that was verified and tested.  Calibration interval assignment and adjustment is the responsibility of the end user.  This certificate may not be reproduced, except in full, without the written approval of Larson Davis.

     , Technician




Test preformed at: Larson Davis, a division of PCB Piezotronics, Inc

1681 West 820 North, Provo Utah 84601

Larson Davis, a division of PCB Piezotronics, Inc

Tel: 716 684-0001
www.LarsonDavis.com
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