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Figure 1 – U-WAVE System
I. Activate System
1. Click the Mitutoyo U-WAVEPAK icon (“M”) on the desktop or taskbar.
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Figure 2
2. Click [Data I/F start] on the U-WAVEPAK menu screen.
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Figure 3
>> [U-WAVEPAK Data I/F] starts, and U-WAVEPAK icon (“M”) is displayed in the Windows taskbar.
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Figure 4
3. The system is ready for use.
II. Collect Measurement Data
1. Open the desired data sheet (Excel spreadsheet shown below as an example).  
2. Select the cell to import measurement data into.
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Figure 5
3. Measure part with SPC mics or calipers.  With the Power (green LED) indicator of the U-WAVE receiver lit, press the [DATA] button on the U-WAVE transmitter (on SPC mics or calipers) to import the reading into the selected cell.  Once the U-WAVE transmitter successfully communicates with the receiver, the LED indicator on the transmitter blinks in green.

NOTE:  Be sure the correct cell is selected in the worksheet before measuring a part.  It is also advisable to periodically save the data sheet to prevent loss of data in case of a sudden malfunction (power outage, network or computer problems, etc.).  
III. Exit System

1. Click the U-WAVEPAK icon (“M”) on the Windows taskbar after final measurement data has been imported and saved. 
2. Click [Stop data I/F], and then click [Exit data I/F].
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Figure 6
>> The U-WAVEPACK menu screen is displayed. 
3. Click [Exit].
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Figure 7
>> U-WAVEPAK exits.
Required Software:


U-WAVEPAK 


MS Excel or Word





U-WAVE TC Wireless Data Transmitter and Connection Unit





U-WAVE TM


Wireless Data Transmitter and Connection Unit





Wireless Data Receiver





U-WAVEPAK


activated








	
	                                    PAGE 4 of 4
	CR1075

REV. NR 

	
	
	


CS001 User’s Guide Template Rev. A, 6/15/2020

