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User Guide:  Wiring/Unwiring of Connectors for the Electroplating Operation

Purpose:

To detail the required steps for the wiring/unwiring of connectors for the electroplating operation. fillin "Enter brief statement of purpose for procedure:"
Responsibilities:
The Production Supervisor and Manufacturing Engineers are responsible for maintaining this procedure.   


The Production Supervisor and Bench Technicians are responsible for this procedure being carried out effectively.fillin "Enter who is responsible for maintaining and carrying out this procedure:"
Affected Department / Product Group / Support Group:

HCD Department

Associated Documents:

ISO 9001, Quality Systems Manual, Quality Assurance Manual

fillin "Enter any documents specifically associated with this procedure.  Always include ISO 9001, QSM, and QAM but not PCB forms or procs.
Definitions:


CRES  -  Corrosion Resistant Steel (Stainless Steel)

Procedure:
Supplies required for the wiring of connectors:

· (.010 wire on spools- copper shall be used for all connectors.

· Small pin vise

· Small hollow CRES tube with approximately a (.020 tube and approximately a .012 wall thickness approximately 1.5 inches long

· Small pair of wire cutters

Required steps for the wiring of connectors in preparation for electroplating:

· Feed wire through the pin vise and tubing

· Clamp tubing in the pin vise leaving approximately ¾ of the length protruding 

· Wrap wire 2 to 3 times around the base of contact leaving a minimum of 3 inches of wire tail

· Continue wrapping balance of contacts in the same clock direction.

· Upon completion of wire wrap on contacts twist the two wire tails together.

· Cut twisted wire to the same length - 3 to 4 inches

· On individual hole connectors lift wires from shell to prevent touching and shorting.

· Place connectors in divided containers

Required steps for the unwiring of connectors after electroplating:

· Remove wire from connector (suggested method – using tweezers break wire at twist and pull from contacts)

· Save gold plated wire for reclaim

Referenced Documents:

Syteline Traveler fillin "Enter any PCB forms or procedures specifically referenced within this procedure:
Unusual Conditions:

Any unusual conditions will be specified on Syteline Traveler.fillin "Enter any unusual conditions (e.g., exceptions or special circumstances):













































	
	 Wiring, Unwiring for Electroplate User Guide
	HC1008

	
	                                    PAGE 1 of 1
	REV B


CS001 User’s Guide Template Rev. NR 10/30/08


