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User Guide: Packaging Container

· Product BOM’s will call out packaging requirements for a specific product.
· Pressure Product packaging is called out on TA3088 Procedure.
· Force / Torque packaging is called out on TA3187 Procedure.
IF NO PACKAGING IS ON THE BOM, or TA PROCEDURE, USE THE FOLLOWING DEFAULTS:

· Kits with prefixes GK,GKR,& GKL (examples) are packaged in a 100-2908-10 kit case with PSM-9 foam, top & bottom. Use 1pc 100-8000-10 foam for product, using only the required cutouts.

· Any 300AXX kit use PSM-15 foam.  Place with 2pcs PSM-18 (top&bottom) in a 100-2916-60 kit case.

· Any 394AXX kit/system is to be packed in a 100-6981-90 carton. Use a 100-2908-00 kudl pak for sensors and accessories. Cut a PSM-10 foam in half & punch a hole for the sensor in one. Glue to a PSM-11 and set in case with accessories to one side. Attach a second PSM-11 to the top of the case. Place case in carton with electronics.

· Any single product that weighs over 1 pound, is to be individually wrapped.

· IMI Division Products are packaged prior to receipt in Logistics; it is acceptable to ship as packaged.

· Pressure, Force/Torque, SVS Products: Use appropriate case with holes punched out in solid foam, for the required amount of transducers you have. Leave a minimum of 1/8 of an inch space between instruments.  When product is received from product groups in an ESD bag, rather then a Blue Shear Box, this needs to be shipped in an appropriate case.  Case size will depend on the number of senors that pertain to that order, to prevent damage during transport to the customer.

· Cables/Hardware/Accessories: Bag and label each model number separately.

· Machined Parts: Parts may be vacuum wrapped, depending upon material of the part, and ship to required location. Machined parts delivered in bulk or in a bin should be vacuum wrapped. Place parts on the cardboard, leaving ample space between items and around the edges of the cardboard.  Also keep in mind the box that will be used to ship the parts; it may be necessary to cut the cardboard for a certain box size.
· MTS Anaconda Conduit:

· Place conduit into  PCB # 100-16802-10,  48 x 40 x 24" Double Wall Gaylord Box. 

· Place Double walled box onto Pallet and strap down using two Non-Metallic Straps. (Do NOT use metal banding) 
· The weight of the finished package may not exceed 200lbs.

· If none of these conditions apply, Bubble wrap/bags are the default.
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