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User Guide: Espec Humidity Chamber Operation 

Raise Humidity
1) Ensure that the light on the Control Panel is set to MONITOR.

a) Press SET button until light on Control Panel moves to CONST SET.

b) Press NEXT button until the second digit of %RH flashes.

c) Press UP arrow until the second digit of %RH reads “5”.

d) Press LEFT arrow to highlight first digit of %RH.

e) Press UP arrow until the first digit of %RH reads “9”.

f) Press ENTER.

i) The %RH will flash “95”.

ii) The humidifier unit will click ON.

2) Verify that new set point was programmed properly.

a) Press SET until the light on the Control Panel moves to CONST SET.

i) Display should read “50°C” and “95%RH”.

b) Press SET until the light on the Control Panel moves to MONITOR.

Lower Humidity

1) Ensure that the light on the Control Panel is set to MONITOR.

a) Press SET button until light on Control Panel moves to CONST SET.
b) Press NEXT button until the second digit of %RH flashes.
c) Press DOWN arrow until the second digit of %RH reads “0”.

d) Press LEFT arrow to highlight the first digit of %RH.

e) Press DOWN arrow until the first digit of %RH reads “5”.

f) Press ENTER.

i) The %RH will flash “50”.

2) Verify that new set point was programmed properly.

a) Press SET until the light on Control Panel moves to CONST SET.

i) Display should read “50°C” and “50%RH”.

b) Press SET until the light on the Control Panel moves to MONITOR.
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